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The following is a list of Asphalt Concrete Plant Producers by general location who 
are qualified to supply Asphalt Concrete Hot Mix and/or Cold Plant Mix to the 
Department for maintenance supply contracts only on the basis of a material 

certification:          

District 1

APAC-Tennessee, Inc. - Memphis Division Forrest City,  AR Memphis Division

West Memphis,  AR

Atlas Asphalt, Inc. Helena-West Helena,  AR

District 2

Old Castle / APAC Greenville Greenville,  MS

Pine Bluff Sand & Gravel Company - Plant #3 Monticello,  AR

Pine Bluff Sand & Gravel Company #1 Pine Bluff,  AR

District 3

R.K. Hall Construction, LTD DeQueen,  AR

District 4

APAC-Central, Inc. / Arkhola Division - Jenny 
Lind

Greenwood,  AR

APAC-Central, Inc. / Arkhola Division - 
Preston

Van Buren,  AR Preston Quarry

Hutchens Construction Company, LLC - 
Sonora Plant

Springdale,  AR

District 5

Atlas Asphalt, Inc. Mountain View,  AR

Atlas Asphalt, Inc. - Midwest Plant Batesville,  AR

CK Asphalt, LLC Rose Bud,  AR

Delta Asphalt of Arkansas, Inc. Judsonia,  AR
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District 6

Asphalt Products, LLC - Redstone Mobile 
Plant #3

Little Rock,  AR

Asphalt Products, LLC - Redstone Plant #1 Little Rock,  AR

Cranford Construction Company Little Rock,  AR

North Little Rock,  AR

Cranford Construction Company - Bryant 
Plant

Bauxite,  AR

Cranford Construction Company - Maumelle North Little Rock,  AR

Cranford Construction Company-Jones Mill Malvern,  AR

Rogers Group, Inc. - Cabot Asphalt Cabot,  AR

Rogers Group, Inc. - Cabot Quarries Cabot,  AR

District 7

Asphalt Products, LLC - Redstone Plant-
Gurdon

Gurdon,  AR

Jet Asphalt & Rock Company, Inc. East Camden,  AR

El Dorado,  AR

Fordyce,  AR

Jet Asphalt & Rock Company, Inc. - Eagle 
Mills

Bearden,  AR

District 8

Blackstone Construction, LLC - Plant #1 Russellville,  AR

Blackstone Construction, LLC - Plant #3 Russellville,  AR

Jay-Pac, Inc. - ASTEC Plant Plummerville,  AR

Rogers Group, Inc.-Almix Greenbrier,  AR
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District 9

APAC-Central, Inc. / McClinton-Anchor 
Division

Valley Springs,  AR

APAC-Central, Inc.-Sharps Asphalt Springdale,  AR

Atlas Asphalt, Inc. Mountain Home,  AR

Grant Garrett Excavating, Inc. DBA Decco 
Materials

Bentonville,  AR

Hutchens Construction Company, LLC Gravette,  AR

Berryville,  AR

North Central Arkansas Quarry, Inc. Mountain Home,  AR

District 10

Asphalt Producers, LLC - Portable Plant Walnut Ridge,  AR

Asphalt Producers, LLC - Valley View Jonesboro,  AR

Atlas Asphalt, Inc. Pocahontas,  AR

Payneway,  AR

Atlas Asphalt, Inc. - Jonesboro Division Jonesboro,  AR

Delta Asphalt of Arkansas, Inc. Black Rock,  AR

Luxora,  AR

Paragould,  AR

Method of Documentation of Acceptance:

Producer certification that the material supplied conforms to all applicable specifications 
(furnished invoice).

Method of Approval:

Hot mix asphalt - cold plant mix asphalt for maintenance supply contracts only may be 
accepted based on certification by the producer/supplier.  The current listed 
producers/suppliers have agreed to requirements for certification as follows:
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⦁ Perform all quality control testing according to the current edition of  the 

Arkansas Department of Transportation's (ARDOT) Standard Specifications for 
Highway Construction.

⦁ Perform sampling and testing at a minimum frequency of one test for each 750 

metric tons (750 tons) produced by the plant for ARDOT maintenance or 
construction projects during the period of the maintenance supply contract.

⦁ Supply mix that is produced only from Department accepted mix designs.

⦁ Test hot mix and cold plant mix for conformance with the current edition of  the 

Department’s Standard Specifications for Highway Construction, applicable 
Supplemental Specifications, and Special Provisions.

⦁ Maintain plot of all test results by mix type for all mixes produced for ARDOT 

construction projects and the maintenance supply contract during the period of 
the supply contract.

⦁ Maintain and make available for review by the District Materials Supervisor one 

copy of all quality control test results for the duration of the supply contract.

⦁ Display current ARDOT inspection decal at the plant.

⦁ Immediately notify the Department’s District Materials Supervisor of non-

complying material produced for either ARDOT construction projects or the 
maintenance supply contract, identify extent of the problem, and initiate 
corrective action to bring the mix into compliance.

⦁ Submit with each invoice a listing of the tonnage produced from each accepted 

mix design and include the following  statement signed by an authorized 
representative of the company:

“This is to certify that the Hot Mix Asphalt Cold Mix listed herein 
produced by  (Company Name)   at  (Plant Location) was produced from 
a mix design that was accepted by ARDOT; that Quality Control Testing 
has been performed at the frequency stated in the certification 
agreement, and that the results of the tests conform to the 
requirements of the specifications.”

  

⦁ The Department will visit the producer’s facility as necessary to review the 

quality control program and/or sample mix for verification testing.

⦁ Acceptance by this method is subject to price adjustments as per Subsection 

410.09 of the current edition of the Department’s Standard Specifications for 
Highway Construction.  
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⦁ This Certification Agreement may be withdrawn if material fails to comply with 

requirements and samples continue to indicate that sufficient adjustments are 
not made to correct the deficiency.  

If certification acceptance is withdrawn, it will be necessary that material be sampled, 
tested, and the results reported according to the procedures in Section 410, Section 411 or 
other applicable specifications of the current edition of  the Department’s Standard 
Specifications for Highway Construction.  


